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System Requirements
When installing VENICE View on a client system, please observe the 
following system requirements:

Supported Hardware

For monitoring up to 16 Channels
■ 2 GHz processor

■ 2 GB RAM

■ 250 MB free space on system disk

■ Network card to communicate with the VENICE server 
(at least 100 Mbit/s)

■ NVIDIA graphic card with at least 512 MB

For monitoring more than 16 Channels
■ 3 GHz processor

■ 8 GB RAM

■ 250 MB free space on system disk

■ Network card to communicate with the VENICE server
(at least 1000 Mbit/s)

■ NVIDIA graphic card with at least 1024 MB

Supported Operating Systems

The program can be executed on the following operating systems:

■ Linux (Red Hat Enterprise 6.2/6.4 (64 bit))

■ Mac OS X (10.7, 10.8, 10.9, 10.10)

■ Windows 7/8

Further requirements

To work with VENICE View, the application „Spycer“ by 
Rohde & Schwarz GmbH & Co. KG must be installed as well.

Download the latest version of Spycer from 
https://gloris.rohde-schwarz.com.

Important Notes

Do not run VENICE View and the VENICE Client Software on the 
same Mac OS system at the same time. This may cause system 
instability or crashes.
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Licensing
To work with VENICE View, you have to install the latest Spycer application 
by Rohde & Schwarz GmbH & Co. KG. Additionally, Spycer must be 
licensed for VENICE View.

License Request

Perform the following steps:

1. Start Spycer.

2. Select from TOOLS menu LICENSE MANAGEMENT > FILE REQUEST...

This will generate a license file request in a txt-file on your desktop. If 
you have an e-mail-program on your system the license file request 
will load automatically a new e-mail.

3. Send an e-mail with the copied content of the txt-file or the automati-
cally generated e-mail to Rohde & Schwarz GmbH & Co. KG.

You will receive the license by e-mail.

4. Save the received license txt-file.

5. Start Spycer.

6. Select in TOOLS menu LICENSE MANAGEMENT > FILE UPDATE....

This will open the window named ’PLEASE SELECT THE LICENSE 
FILE.’.

7. Select the received license txt-file on your system.

8. Confirm the system message by clicking OK.

This will load the license file into Spycer.

Now you can start VENICE View.



Installation
Linux
Installation
This section describes how to install VENICE View on the different 
supported operating systems.

Linux

Perform the following steps:

1. Download the last version of the installation package (zip-file) from 
https://gloris.rohde-schwarz.com

2. Unzip the installation package.

The rpm-file is now ready to install.

3. Open the terminal via APPLICATION > SYSTEM TOOLS > TERMINAL.

4. Log on to the system as root:
for example with: su -

5. Switch to the directory that contains the installation package of VENICE 
View for the current operating system.

6. Install VENICE View by entering, for example:
rpm -ihv VENICE_View<version no.>_<kernel/OS archi-
tecture>.rpm

All necessary files and libraries of the VENICE View will be installed on the 
computer system. Afterwards the installation of the software is complete 
and it can be started at any time with a normal user account.

Windows

Perform the following steps:

1. Download the last version of the installation package (zip-file) from 
https://gloris.rohde-schwarz.com.

2. Open the file manager (Windows Explorer).

3. Switch to the directory that contains the installation file of VENICE 
View.

4. Unzip the installation package.

The exe-file is now ready to install.

If an old version of VENICE View is already installed, 
please uninstall it with rpm -e VENICE_View in terminal.

Be sure that you have installed the latest system updates and/or 
service packs for your system.
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Installation
Mac OS
5. Execute the installation file of VENICE View with a double-click of the 
mouse.

The installation routine starts and will guide you through the installa-
tion process.

6. Follow the instructions given on the screen.

During the installation procedure all necessary files and libraries will 
be installed on the computer system. The installation will be finished 
as soon as a message reports this.

With this the installation of the software is complete and it can be started at 
any time.

Mac OS

Perform the following steps:

1. Download the last version of the installation package (zip-file) from 
https://gloris.rohde-schwarz.com.

2. Open the file manager (Finder).

3. Switch to the directory that contains the installation file of VENICE 
View.

4. Unzip the installation package.

The dmg-file is now ready to install.

5. Double-click with the mouse the dmg-file.

This will mount VENICE View as a volume.

6. Drag the VENICE_View.app file into the Applications folder.

All necessary files and libraries of VENICE View will be installed on the 
computer system. Afterwards the installation of the software is complete 
and it can be started at any time with a normal user account.
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